RACK MOUNT SALES

CRYSTAL IMAGE TECHNOLOGIES Part# RMP-161-21K
Benefits
> 8U 21.5" 4K LCD display panel
P> 3840 x 2160@60Hz native resolution / 16.7M colors
» Display port 1.2 + HDMI 1.4 + HDMI 2.0 video input
P PIP Sub-screen & PBP Dual-screen viewing efficiency
P Built-in dual stereo speakers
» 2-year standard warranty ( upgradable up to 5 years )

» TAA Compliant

Options

® 12G/4K60 / SD-SDI Broadcast-grade input ( 12G-SDI )
*No HDMI 2.0 after integration of 12G-SDI

3G / HD / SD-SDI Broadcast-grade input ( SDI )

Multi display OSD controller ( MCS )

MIL-type or lockable connector

DC power : 12V / 24V [ 48V / 125V

IP65 front protection ( IP65 )

Touchscreen : Projected Capacitive 10-pt / Resistive 1-pt

Product Specifications

Environment
Video input Display port 1.2 + HDMI 1.4 + HDMI 2.0 Qperatiqg temp. 0 to 55°C deg[ee

Storagetemp. | -20t060°Cdegree
Qperatiqg humrirdity 179790%Lnon—99nden§ing
Storage humidity 5 ~90%, non-condensing

LED-backlit LCD Panel

Paqgl sizre”( diaggnal ) 21:75"

: A I ”40,000.th”
Native resolution | 3840x2160@60Hz -
Brightness ( cd/m?) 600 -
Vibration 10~300Hz 0.5G RMS random vibration
Contrastratio (typ) | 1000:1
Colors 16.7M
Compliance
EMC FCC & CE
Safety CE/LVD & UKCA
Environment REACH RoHS3 / WEEE

MTBF ( hrs ) 50,000

Physical

Dimensions Product 502 x 64 x 353 mm

(WxDxH) { ] 198x25x189inch
Input Auto-sensing 100 to 240VAC, 50 / 60Hz : Packing | 557 x 585 x 136 mm

Consumption i”Scre”ep oo |Max. 13w 21.9x23.0x 5.4 inch
| Power saving mode | Max.2w Weight . Net 8.8 kg /194 1b
: Power button off Max. 1W : Gross 11.2kg/24.6 Ib

* All dimensions stated are subject to change if options are selected / integrated to base model part codes
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Crystal Image Technologies, Inc.  800-542-2489 sales@rackmountsales.com






