
Mix PCs, SUN and Mac G3 / G4 Mac / iMac

Cat5M-16-2 / Cat5M-32-2

Matrix Cat6 KVM 

Cat5M-16-3 / Cat5M-32-3

 

Matrix Cat6 KVM Benefits
Efficient system management with simultaneous 
multi-user access 

Switch Features & Options

 

Increased distance of 40m between your server & KVM 

Capable of connecting 32 or 16 servers per device in 1U
Support DVI-USB, VGA-USB & VGA-PS/2 server interface

Enhanced Cat6 cable management with remote access 
up to 150m
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KVM Specification
KVM Port

 of ports: 16 or 32
Connector: RJ-45
Connectivity: VI  / VG  connector  up to 40 meters

(132 feet) via Cat6 / Cat5 e
Local Console

Monitor port: 1 x B15-pin up to 1600 x 1200
Key  & mouse port: 2 x USB type connector for  & mouse
Cat6 Remote Console

 of remote port:

Monitor port: B15-pin up to 1600 x 1200
Key  & mouse port: 2 x USB type connector for  & mouse
Remote : RJ45 via Cat5 / Cat5e / Cat6 c  up to 500 feet

1 for Cat5M-16-2 /  Cat5M-32-2
2 for Cat5M-16-3 /  Cat5M-32-3

Power

Input: C  adapter
Consumption: Ma 48 Watt, St  5 Watt

Regulatory Approval: cUL, FCC, CE

Environmental

perating: 0 to 50°C
Storage: -5 to 60°C

tive humidity: 90%, non-condensing
Shoc : 50G  tion (11ms, f-sine ve)
V tion: 58~100Hz / 0 98G (11ms / cy )

Product Information

3 g   /  6 5 

Packing Information

Gross t: 5 g   /  11 

3 for Cat5M-16-4 /  Cat5M-32-4

Expansion: Up to 256 servers  v  cascade

Compatibility

t tform:
Support:

 

CatM-16-4 Cat5M-32-4

Remote  2

Remote  3

Cat5M-16-4 / Cat5M-32-4

W  7 / Vista / 2003 / XP, Linux, Unix 
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KVM port  &  Cat6 dongle connection

   
   

  DVI-USB dongle
To connect DVI-D connector to the computer’s video card
To connect USB connector to the computer’s USB port

  VGA-USB dongle
   To connect DB-15 connector to the computer’s video card
   To connect USB connector to the computer’s USB port

 VGA-PS/2 dongle
   To connect DB-15 connector to the computer’s video card
   To connect PS/2 keyboard connector to the computer’s keyboard port
   To connect PS/2 mouse connector to the computer’s mouse port

Local console & remote console connection
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CMC-8 
   

Cascaded KVMs from level 2 to 8 must be the models of MU-1602 / MU-3202 or M-802 / M-1602.

When multiple matrix KVMs cascade together, the master KVM at level 1 will take all control of other 
slave KVM switches (e.g. level 2 to 8).

The slave matrix KVM will be as a port expansion module of the master matrix KVM, the original 
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