
Mix PCs, SUN and Mac G3 / G4 Mac / iMac

 c an  s s  i   di  d c  s ci ca i ns i  i  n ic  and ass s n  s nsi i i   an   
ic  a  a a  in is ica i n   and na s,  and is d ad a s a  i s  i  s c i  n s

Matrix DB-15 IP KVM Benefits
Secure IP remote user access across the world wide web

Switch Features & Options
Mix ac  PS/  s s i  n  US  and SUN s i ns

Matrix DB-15        KVM 

M-IP813 / 1613
M-IP824 / 1624

Ordering Information
8-portConsole Local Remote

11 1 M-IP813
11 M-IP824

16-port

M-IP1613

M-IP1624

G a  dis anc s n  s i c  and s s a  n anc d
da a c n  ac  a s
M i in a  n sc n dis a  n

d anc d s  i s and c n i a  S    c ina i ns

MU-IP1613

MU-IP813
Loca

Conso e
Remote

Conso e 1

out in
Cascade

1

MU-IP1624

MU-IP824
Loca

Conso e
Remote

Conso e 1

out in
Cascade

1

Efficient system management with simultaneous 
multi-user access 

Mix PS/2, USB & SUN with Multi-Platform switch capability

Capable of connecting 8 or 16 servers per device in 1U
Multi-platform servers shared by different consoles in
cascade connection

Extended Cat6 cord remote access up to 150 meters
Provide a diversity of consoles to access servers
independently & simultaneously
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KVM Specification
KVM Port

Num e  of ports: 8 or 16
Connector: 1  com o connector
Connectivity: Com o 4 in 1 M ca e

up to 6, 1   1  feet
Local Console

Monitor port: 1 x 1  G   up to 1600 x 1 00 )
ey oard & mouse port:  x US  type connector for ey oard & mouse

Cat6 Remote Console

Num er of remote port: 1
Monitor port: 1 pin G , up to 1600 x 1 00

ey oard & mouse port:  x US  type connector for ey oard & mouse
Remote / : R 4  via Cat  / Cat e / Cat6 ca e up to 00 feet
IP Remote Console

Num er of IP conso e: 1 for M IP813 /  M IP1613
 for M IP8 4 /  M IP16 4

User management: 1 user ogin, 1 x active user
ro ser: Internet Exp orer, Firefox, Safari

Security: SSL v3, RS , ES, HTTP / HTTPs, CSR
IP ccess: R 4  Ethernet per IP conso e

Expansion: Up to 40 servers y 8 eve  cascade

Compatibility

Mu ti p atform:
Support:
Power

Input: C po er adapter
Consumption: Max  48 Watt, Stand y  Watt

Regulatory Approval: cUL, FCC, CE

Environmental

perating: 0 to 0°C
Storage:  to 60°C
Re ative humidity: 90%, non condensing
Shoc : 0G pea  acce eration 11ms, ha f sine ave)

i ration: 8~100Hz / 0 98G 11ms / cyc e)
Product Information

imension W x  x H): 443 x 1 1 x 43 6 mm  /  1 4 x 6  x 1  inch
Net eight: 3 g   /  6  

Packing Information

imension W x  x H): 00 x 400 x 90 mm  /  19  x 1  x 3  inch
Gross eight:  g   /  11 

Windo s 7 / ista / 003 / XP, Linux, Unix 



USB Servers

PS/2 Servers USB Servers

DB-15 Combo KVM port

CE - 6 / 10 / 15 Combo KVM cable
support PS/2 or USB server

CE - 6 / 10 / 15 Combo KVM cable
support PS/2 or USB server
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KVM port connection

   
   

CE-6 / CE-10 / CE-15
   6 / 10 / 15 ft Combo KVM cable
   Support PS/2 or USB server

IP, Remote & Local console connection

Internet

Remote
USB console

Local
USB

console

Remote
Cat6

Console 1

CAT 5 / 6 cable
max. 100m

Network device
hub or router

Network device
hub or router

Receiver

CAT 5 / 6 cable
max. 100m

CAT 5 / 6 cable
max. 150m

2

1

Internet
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The company reserves the right to modify product speci cations without prior notice and assumes no responsibility for any error 
which may appear in this publication. All brand names, logo and registered trademarks are properties of their respective owners.

CMC-8 
   8ft Matrix KVM cascade cable

Cascaded KVMs from level 2 to 8 must be the models of M-802 / M-1602 or MU-1602 / MU-3202.

When multiple matrix KVMs cascade together, the master KVM at level 1 will take all control of other 
slave KVM switches (e.g. level 2 to 8).

The slave matrix KVM will be as a port expansion module of the master matrix KVM, the original 
remote console on slave KVM will be sacri ced and disabled.

KVM Cascade

   Cascade up to 8 levels, 240 servers
   Cascading multiple KVM with CMC-8 cascade cable. 

M-802

M-802

Master KVM

Slave KVM 
level 2

Slave KVM
level 3

out   
Cascade

in

To cascade IN port

Up to Level 8
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www.rackmoutsales.com/v/pdf/citumkvm.pdf
For detailed product specifications and options, please download the user manual from the link below :


